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Abstract— We present theory and experiment for high-speed 
optical injection in the absorption region of a quantum-well laser 
and compare the results with those of the electrical injection in­
cluding carrier transport effect. We show that the main difference 
between the two responses is the low-frequency roll-off. By using 
both injection methods, we obtain more accurate and consistent 
measurements of many important dynamic laser parameters, 
which include the differential gain, carrier lifetime, � factor, and 
gain compression factor. Temperature-dependent data of the test 
laser are presented which show that the most dominant effect is 
the linear degradation of differential gain and injection efﬁciency 
with increasing temperature. While the �-factor is insensitive 
to temperature variation for multiple-quantum-well lasers, we 
ﬁnd that the carrier capture time and nonlinear gain suppression 
coefﬁcient decreases as temperature increases. 
Index Terms— Differential gain, electrical modulation, optical 
injection, transport effect. 
I. INTRODUCTION 
HIGH-SPEED modulation of long-wavelength semicon­ductor lasers is of major technological importance. The 
continuing development of high-bandwidth ﬁber optical com­
munication systems and the unceasing demand for greater data 
transmission capacity over ﬁber-optic cables is dependent on 
the superior qualities offered by semiconductor laser optical 
transmitters. Long-wavelength lasers, as studied in this paper, 
are especially useful for long-haul communications since the 
loss in optical ﬁbers is minimal near wavelengths of 1.55 m. 
Practical communication systems based on these lasers also 
require robust temperature performance for application in 
ambient, uncooled environments where the device may be 
required to operate between 40 C and 85 C. To im­
prove these devices, it is therefore important to study their 
temperature-dependent response and analyze which effects are 
most responsible for limiting the modulation bandwidth. 
The excessive damping that limits the electrical modulation 
bandwidth of quantum-well (QW) lasers originates from a 
number of possible mechanisms, including photon lifetime [1], 
carrier capture and escape [2], [3], carrier diffusion [4], carrier 
heating [5], [6], spectral hole burning [7], and circuit parasitics 
[8]. The photons generated by the stimulated recombination 
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of electrons and holes travel in the cavity. On average, they 
exist for a certain amount of time and disappear from the 
cavity due to the intrinsic absorption or transmission from 
the mirror facets. Therefore, the photon lifetime constitutes 
an intrinsic limitation on the modulation response. The major 
sources of carrier heating in semiconductor lasers are injection 
heating, stimulated recombination heating, and free carrier 
heating. These changes in the carrier temperature will be 
reﬂected in the changes in gain. An increase of a few degrees 
will result in a decrease in gain of several percent, which 
appears in the rate equations as a nonlinear gain suppression 
coefﬁcient. Spectral hole burning theory also predicts an 
increase in the nonlinear gain suppression coefﬁcient with 
increasing carrier temperature. Parasitic effects come from the 
bias circuit and the shunting of modulation current around 
the active layer, which will cause a low-frequency roll-off 
of modulation response. The carrier diffusion, capture, and 
escape times are usually deﬁned to characterize the carrier 
transport processes [9], which give a parasitic-like roll-off 
and are indistinguishable from parasitic effects. In QW lasers, 
the carrier transport effect is an important limit for multiple­
quantum-well (MQW) laser modulation bandwidth. In general 
when the number of wells increases, the modulation bandwidth 
of the device initially increases, but it is ultimately saturated by 
the carrier transport effect. This saturation effect was observed 
in gain-coupled InGaAsP distributed feedback (DFB) lasers 
with more than eight QW’s [10]. 
A schematic of high-speed modulation by electrical injec­
tion and optical injection is shown in Fig. 1. For electrical 
modulation, the electrons are injected from the outer edge 
of the left separate-conﬁnement-heterostructure (SCH) region 
and the holes from the outer edge of the right SCH region. 
The injected carriers diffuse through the SCH region and are 
captured into the QW’s before recombining by stimulated 
emission processes. Compared with electrical modulation, 
optical modulation with an optical energy in the absorption 
range of the QW directly produces photon-generating carriers 
inside the test laser’s active region via injection of a modulated 
laser beam through one of the test laser’s mirror facets. 
Therefore, the majority of carriers transporting through the 
SCH region is not required for lasing action although the 
coupling between SCH and QW states still exists for optical 
modulation. In this way, optical modulaton removes the severe 
low-frequency roll-off due to the transport and parasitic effects 
and helps to clarify the intrinsic response. 
In this paper, the high-speed modulation response of a QW 
DFB laser operating at 1.55 m is investigated for two types 
of modulation, electrical and optical. Electrical modulation 
0018–9197/99$10.00 © 1999 IEEE 
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Fig. 1. Energy-band QW potential diagram for high-speed modulation by 
optical or electrical injections. For electrical injection, the carriers have to 
transport and get captured by the QW’s. For optical injection, we choose the 
optical pump energy such that carriers are generated in the wells. 
is performed by applying a microwave signal directly on 
the injection current of the test laser. Optical modulation 
is performed by injecting light from a second pump laser 
operating at 1.3 m which itself is being directly modulated 
electrically, so that the injected light is absorbed in the QW’s 
of the 1.55- m test laser. Both sets of responses are compared 
with theory in order to extract the values of the fundamental 
parameters which determine as well as limit the modulation 
bandwidth. Optical injection at this wavelength eliminates 
circuit parasitic and carrier transport effects, and the intrinsic 
laser response can be directly measured [11], [12]. Our exper­
iment differs from the experiment performed in [11], where 
the optical injection is at a wavelength close to that of the test 
laser. Therefore, competition of carriers and gain saturation 
have to be considered for both the pump and test wavelengths. 
We inject pump signal into the center of the active waveguide 
region of the test laser to avoid the spatial effects on the 
optical modulation and optimize the modulation response. It 
has been shown [14] that the optical modulation response 
can be inﬂuenced by the spatial characteristics (the spot size 
and its position) of the pump light. Our setup is similar 
to that in [15], where the intrinsic absorption of the pump 
light modulates the test laser output. However, little work has 
been performed so far on directly comparing the electrical 
and optical modulation response at different temperatures. We 
show data for temperature dependence of both optical and 
electrical injection. To analyze the basic parameters controlling 
the modulation response, the simplest approach is to use rate 
equations for the cavity photon density and modulated carrier 
density. Rate equations provide a reasonable description of 
most of the observed phenomena. 
This paper is organized as follows. In Section II, the optical 
modulation theory is presented and compared with that of 
electrical modulation including transport effects. In Section III, 
our experimental setup is described and comparisons between 
optical and electrical modulation responses are made, and 
the extracted high-speed parameters are shown. Finally, the 
temperature dependence of important laser parameters are 
discussed in Section IV. 
II. RATE EQUATIONS FOR OPTICAL
 
AND ELECTRICAL MODULATION
 
Fig. 1 shows a typical SCH QW laser. We will model the 
carrier transport (diffusion, capture, and emission) in such 
a laser structure and study its effects on the small-signal 
modulation with electrical injection and optical injection. Our 
objective is to calculate the small-signal frequency response 
of the test laser for optical modulation from the pump laser 
and use the same rate equations with a different source term to 
derive the electrical modulation response of the test laser. In 
general, transport effects for electrical microwave modulation 
can be modeled by taking into account the carrier density in 
the SCH region, the carrier density in the well region, and the 
photon density separately [9]. Coupling of the carrier density 
in the barrier states above the QW’s to the carrier density 
in the QW’s is modeled by two terms representing carrier 
capture and escape into or from the wells, respectively. In 
this case, three rate equations are needed. The source term 
enters through the injection current in electrical modulation. 
The model considers carrier injection from the outer edges 
of the SCH region, diffusion across the SCH region, and 
the subsequent capture and emission of carriers by the QW. 
For optical injection using an external pump laser, the pump 
photon density acts as the source term. Since the optical 
energy of the pump laser determines whether the photons are 
absorbed in the well or in the barriers, we choose the pump 
wavelength to be longer than the bandgap wavelength of the 
barriers and shorter than the bandedge wavelength of the wells 
so that absorption occurs only in the wells. The rate equations 
for both cases are written as 
(1) 
(2) 
(3) 
where is the electron unit charge, is the optical gain 
at the carrier concentration in the bound states of the 
wells, is the carrier density in the barrier (continuum) states 
including the SCH and active layers, is the photon density of 
the test laser, is the nonlinear gain suppression coefﬁcient, 
is the optical conﬁnement factor, is the photon lifetime, 
is the injection efﬁciency, is the injection electrical current, 
is the volume of the SCH and active region, is the 
volume of the well region, is the carrier recombination 
lifetime in the barrier region, is the carrier recombination 
lifetime in the well, is the effective carrier diffusion across 
the SCH region and capture time by the wells, and is the 
thermionic emission and carrier diffusion time from the well to 
the barrier states. The ﬁnal term in (2) is a source term which 
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represents the photon generation due to optical pumping at the 
wavelength (1.3 m) where the optically injected photons are 
absorbed in the well regions. is the pump photon density, 
and is the absorption at the pump wavelength. The above 
model is often referred to as the reservoir model [9] and is 
equivalent to models which incorporate additional effects such 
as diffusive transport [14]. A spontaneous emission term has 
been ignored in (3) for above threshold operation. 
Assuming a small-signal optical injection due to the external 
pump laser 
(4) 
where the test laser is biased at a dc current above 
threshold. The responses can be solved by assuming 
(5) 
(6) 
(7) 
and 
(8) 
where is the differential gain of the test laser, and is 
steady-state carrier density in the QW. 
Substituting (4)–(8) into (1)–(3), the steady-state quantities 
can be obtained by setting the time-dependent terms to zero. 
Then, the small-signal equations for the time-dependent terms 
give 
(9) 
(10) 
(11) 
where the steady-state gain–loss relations 
, and the Taylor expansion 
are used. This set of small-signal equations can 
be reduced by eliminating and to give a relationship 
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shown in (12), at the bottom of the page, between the test 
laser signal and the pump signal . 
The optical modulation response can be written in a nor­
malized form 
(optical) (13) 
where 
(14) 
(15) 
(16) 
For a small-signal electrical injection, , 
with no external pump, . The resulting modulation 
response is given by [9] and [21] in (17), shown at the bottom 
of the page, which can be written in the form 
(electrical) (18) 
is a constant which contributes to low-frequency 
roll-off. The interpretation of this effect is not straightforward. 
The roll-off in the modulation response derived above is 
equivalent to the roll-off caused by a simple electrical parasitic, 
such as a capacitance in parallel to the device. However, in 
real devices, the effective capacitance may be bias-dependent 
since the device capacitance is related to the storage of 
charge in the forward-biased junction. The charge storage itself 
results from a combination of effects including transport and 
carrier heating and is difﬁcult to model in terms of a small 
number of rate equations [15]–[17]. Despite these difﬁculties, 
the modulation response can be matched very well for the 
experiments here with a single total roll-off frequency 
where 
for 
a given temperature. If the transport effect dominates, the roll-
off frequency of the transport effect is . In  
this case, we can measure the carrier diffusion and capture 
time of the QW. 
Because the stimulated emission occurs in the QW’s, the 
carrier lifetime in the SCH or barrier region is usually very 
(12) 
(17) 
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TABLE I 
SUMMARY OF ELECTRICAL AND OPTICAL MODULATION RESPONSES 
Electrical Pumping and 1.3 �m Optical Pumping 
Electrical Optical 
���� � ���� � 
� �
���� ������ ��� 0� ����� ���� � 0� ���� 
� � � ��� 
� � � �� �� � � ������ � � � 
� � � � 
�� 
� � � �
� ������ � � � � 
� 
� � ��  
� 
long, so we set in (12). The modulation responses 
for both injections are summarized in Table I. Thus the com­
parison between the optical and electrical modulations is clear. 
The relaxation frequency and damping factor for 
both cases are the same. The transport factor 
has also been introduced to the equations. The only difference 
between the two responses is that optical injection has no 
low frequency roll-off, which corresponds to transport effects. 
There would also be a difference when the number of wells is 
varied. Thus, optical modulation gives an intrinsic modulation 
response of a laser since the injected pump light is chosen 
such that the pump light is absorbed only in the well region. 
For optical injection, the carriers are injected directly into 
the QW region, which removes the requirement of carrier 
transport from the SCH region to the QW region before 
lasing. In other words, optical injection removes the low-
frequency roll-off caused by carriers transporting through SCH 
region. However, the SCH and QW regions are still coupled 
together. There are always carriers being captured by and 
escaping from the QW’s. The rate of capture and escape 
will inﬂuence the modulation response intrinsically. Therefore, 
because of the SCH structure, carrier diffusion capture–escape 
still affects the optical modulation response, which comes in 
through the factor. Thus, the effective differential gain is 
reduced by a factor of for the same photon density. This 
reduction is present even in the absence of low-frequency roll-
off in the optical injection, which results in the reduction of 
the resonance frequency. The effective carrier recombination 
lifetime in the well is also increased by a factor of , and 
the nonlinear gain suppression coefﬁcient remains unchanged. 
Another important factor in high-speed modulation is the 
factor, which is the slope of the damping factor versus 
relaxation frequency squared 
(19) 
(20) 
The factor is usually used to determine the maximum 
possible modulation bandwidth . A small 
factor means a large laser bandwidth. Even if we use optical 
injection modulation, the carrier capture and escape processes 
still increase the factor and limit the maximum modulation. 
The above parameters characterize the intrinsic modulation 
response of semiconductor lasers. 
TABLE II
 
STRUCTURE OF THE TEST LASER
 
Well: Number of wells 7 SCH width: 705 A˚ 
Material 
Strain 
Width 
InGaAsP 
01.6% comp. 
70 A˚ 
Stripe width: 
Cavity length: 
1.2 �m 
400 �m 
Barrier: 
PL wavelength 
Material 
1.5564 �m 
InGaAsP 
Strain lattice-matched 
Width 100 A˚ 
PL wavelength 1.255 �m 
Fig. 2. Schematic diagram of electrical and optical modulation experiment. 
Path A is for electrical injection experiment. Path B is for optical injection 
experiment with a 1.3-�m pump. 
III. EXPERIMENTAL RESULTS 
The high-speed modulation response of a buried heterostruc­
ture MQW DFB laser was measured. The composition of the 
undoped active region is described in Table II. The barrier 
photoluminescence wavelength peak occurs at 1.255 m. 
Therefore, pump light at 1.3 m will be absorbed in the QW’s. 
A schematic diagram of the modulation response exper­
iments is shown in Fig. 2. The laser is held at constant 
temperature and measurements are made at 20 C, 25 C, 30 C, 
35 C, and 40 C. In the electrical modulation experiments, 
shown as path A in Fig. 2, the HP 8510 network analyzer 
provides a small microwave signal (0 dBm) at frequencies 
swept from 45 MHz to 10 GHz, which is coupled to the test 
laser electrodes through a bias-T and a high-speed probe. The 
laser light is coupled to a ﬁber using a lensed ﬁber-optical 
interface and travels through an optical isolator before being 
measured by a high-speed (29 GHz) photodetector. The small-
signal response is increased by an 18-dB-gain RF ampliﬁer 
before entering the network analyzer, which measures the 
magnitude of the modulation response . The 
data are averaged to reduce noise. The optical response mea­
surements shown as path B in Fig. 2 are similar to electrical 
modulation experiments, except that a 1.3- m pump laser with 
a wide bandwidth is modulated electrically, and its modulated 
optical output is injected into the test DFB laser facet. The 
modulation of the pump laser is recorded at a ﬁxed bias and 
stored for the calibration of the optical response of the 1.55­ m 
test laser. The pump light is completely absorbed in the test 
laser, so the light coupled out of the test laser does not require 
additional ﬁltering of the pump light. 
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Fig. 3. Normalized modulation response, �� ����� ���������� �, due to 
electrical injection and optical injection at 1.3 �m. The solid and dashed lines 
are theoretical modulation responses using (13) and (18), and symbols are 
measurement results. 
The electrical and optical modulation responses are ﬁrst 
compared at a ﬁxed temperature of 20 C. Fig. 3 shows 
the least-square ﬁts of the measured modulation responses 
using the theory derived above for electrical and optical 
injections. The ﬁts are used to extract the differential gain 
and nonlinear gain suppression factor. In general, the optical 
injection measurements exhibit more noise than the electrical 
injection measurements, since the system losses are higher 
for the optical injection experiments. However, the optical 
modulation responses have less parameters to ﬁt, which means 
less freedom of choosing a number. On the other hand, the 
electrical modulation responses usually have a higher signal-
to-noise ratio and more parameters to be handled than the 
optical modulation. Thus, simultaneously ﬁtting electrical and 
optical modulation responses can compensate each method’s 
shortage and obtain more accurate laser parameters. Also, by 
comparing the two responses, the roll-off frequency can be 
obtained more accurately. Both modulation responses show 
clearly that the relaxation peaks increase in frequency as the 
dc bias is increased. The modulation responses due to optical 
injection exhibit a slower roll-off at high frequencies, which 
indicates the absence of low-frequency pole on the optical 
response. Also, the peak of the optical pump response is 
generally higher than that of the electrical, and the differences 
between the two responses increase with increasing current. 
For 35-mA current injection, electrical modulation has very 
obvious roll-off because the roll-off frequency is 3.52 GHz 
at this temperature (20 C). Fig. 4 shows that the roll-off fre­
quency at various temperatures from 20 C to 40  C is inde­
pendent of the current bias. As we discussed before, the shunt 
capacitance of parasitic effects may be bias-dependent, and the 
roll-off frequency of the transport effect is only determined by 
carrier diffuse-capture time . Although we cannot exclude 
the parasitic effects, we still can see that the transport effects 
are more important than the parasitic effects for this DFB laser. 
In Fig. 5(a), the relaxation frequency squared is plotted 
versus optical power. The slope of the linear ﬁt will be used 
later to extract the differential gain. The damping factor is 
calculated using extracted parameters from the modulation 
responses and is plotted in Fig. 5(b). The slope of the linear ﬁt 
at large relaxation frequency is the factor. The deviation at 
Fig. 4. The total roll-off frequency (�� � ������� ) versus the bias current 
at different temperature. The solid line is the average value of roll-off 
frequency. 
(a) 
(b) 
Fig. 5. (a) The relaxation frequency squared versus optical power at 20 � C. 
The line is the least-square ﬁt to the data using (14). (b) The damping factor 
versus the relaxation frequency squared at 20 � C. The dash line is the linear 
ﬁt for large relaxation frequency, with a slope equal to the � factor. 
the low-frequency end between the data and the linear dashed 
line is due to the negligence of the spontaneous emission 
term. If we include the spontaneous emission factor , the 
damping factor should have an additional term which 
can be neglected at high photon density (corresponding to 
a large relaxation frequency). The complete set of extracted 
parameters at 20 C is listed in Table III. The differential gain 
and nonlinear gain suppression coefﬁcient are well within the 
values typically found in the literature. 
IV. TEMPERATURE DEPENDENCE 
It is important to determine which factors affecting the 
modulation responses are most sensitive to temperature. The 
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TABLE III 
HIGH-SPEED LASER PARAMETERS AND EXTRACTED VALUES AT 20 � C, USING SIMULTANEOUS FITTING OF THE ELECTRICAL AND OPTICAL MODULATION RESPONSES 
Parameter Symbol Value Error 
Carrier lifetime �� 0.37 ns ±0.05 ns 
Effective differential gain ���� ���� 2 ��0�� cm� 6���� 2 ��0�� cm� 
� factor � 0.20 ns ±0.06 ns 
Nonlinear gain suppression 
coefﬁcient � ���� 2 ��
0�� cm� 6��� 2 ��0�� cm� 
Photon lifetime �� 2.4 ps ±0.2 ps 
Intrinsic loss �� 20 cm 0� ±2 cm0� 
Mirror loss � 30 cm 0� ±3 cm0� 
Group velocity �� ��� 2 ��� cm/s 6��� 2 ��� cm/s 
Injection efﬁciency ���� 0.32 ±0.1 
Width � 1.25 �m 
Well width �� 7 nm  
Barrier width �� 10 nm 
SCH width ���� 70.5 nm 
Number of wells �� 7 
Active volume � ��� 2 ��0�� cm� 
Optical coupling constant �� 0.10 ±0.05 
Optical conﬁnement factor 0 0.06 ±0.01 
Fig. 6. The injection efﬁciency and threshold current as a function of 
temperature. The efﬁciency degrades severely with temperature. The solid 
line shows the trend. The dashed line is ﬁtting of threshold current using the 
� ������  formula ��� , where �� � ��  K. 
ﬁtting procedure described above is applied to each set of mod­
ulation responses at each temperature. In Fig. 6, the injection 
efﬁciency and threshold current of the test laser are plotted 
versus temperature. This plot is obtained from measured – 
curves. The injection efﬁciency is deﬁned as the fraction 
of current above threshold which results in the radiative 
recombination. A fraction of the injected current in InGaAsP 
lasers is lost (by nonradiative recombination or carrier leakage) 
at high temperatures, and this fraction does not contribute 
to radiative recombination or optical gain. The injection ef­
ﬁciency degrades relatively severely with temperature, by a 
factor of more than two over the 30 temperature increase 
(about 10% in absolute temperature). The injection efﬁciency 
acts to change the modulation response primarily by reducing 
the overall magnitude of the response. Indirectly, however, the 
wasted carriers may contribute to the forward bias capacitance, 
further inﬂuencing the modulation response. An exponential 
temperature dependence of the threshold current is generally 
used, and the overall characteristic temperature is 24 K for 
this laser, which indicates a large dependence on temperature. 
Fig. 7. The effective differential gain (����) as a function of temperature, 
showing strong degradation with temperature. � � � �  ������� accounts 
for carrier transport/capture effect. 
A higher carrier density is necessary to achieve the threshold 
gain condition with increasing temperature. This results in the 
nonradiative recombination current being a large fraction of the 
total current. Several mechanisms have been proposed to ex­
plain the observed high-temperature sensitivity of the threshold 
current of InGaAsP lasers. These are carrier leakage over the 
heterojunction, Auger recombination, and intervalance band 
absorption. 
The effective differential gain ( ) also shows a strong 
temperature dependence and is plotted in Fig. 7. Over the 
temperature range plotted, the differential gain decreases by 
a factor of approximately two, which shows a linear function 
of the temperature [27]. This effect is due to the temperature 
dependence of the Fermi distribution, the carrier density, and 
the intrinsic transition linewidth broadening. However, it is 
difﬁcult to isolate the signiﬁcance of each quantity on the 
temperature dependence of a laser because so many physical 
phenomena are involved. It can be interpreted as follows. 
The broadening of the Fermi occupation probability function 
with increasing temperature spreads the carriers over a larger 
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energy range for a given overall carrier density. The result 
is a lower spectral concentration of inverted carriers, which 
leads to a broadening and ﬂattening of the gain spectrum. 
Thus, the gain is higher at lower temperatures for the same 
carrier density, and the carrier density required to achieve 
a particular gain increases with temperature. In addition, 
thermionic emission of electrons from the QW to the barrier 
region is also enhanced at high temperatures. These effects 
contribute to strong recombination outside the QW and carrier 
leakage. Since the increased carrier population in the barrier 
region does not contribute to the optical gain, the differential 
gain decreases rapidly at high temperatures. This decrease 
in gain strongly reduces the modulation bandwidth [13]. 
The differential gain plays a central role in determining the 
fundamental frequency response of semiconductor lasers since 
the intrinsic direct modulation speed varies as the square root 
of the differential gain at the operating carrier density and 
wavelength. 
In Fig. 8(a), the carrier lifetime in the QW’s is plot­
ted and shows a decrease with increasing temperature. The 
carrier lifetime is expected to shorten with increasing temper­
ature, since in 1.55- m devices the carrier recombination is 
dominated by Auger recombination [18], which is strongly 
temperature-dependent. In Fig. 8(b), the total roll-off fre­
quency is plotted versus temperature, showing an increase with 
increasing temperature. Usually, the low-frequency roll-off is 
a combination of the effects of the shunt capacitance, external 
circuit parasitic, and internal transport effect. As for the 
transport effect, the carrier diffusion and capture time across 
the SCH region ( ) is usually limited by the hole diffusion 
time, which is insensitive (for MQW’s) or slightly increasing 
(for single-QW’s) according to temperature increments from 
200 to 350 K [9], [21]. If we assume the carrier transport effect 
is dominant, we can calculate the carrier diffusion-capture 
time , which is also shown in Fig. 8(b). However, our 
data shows a decrease of with increasing temperature. 
This can be explained as follows. First, in simple view, the 
carrier diffusion-capture time is inversely proportional 
to the hole diffusion constant where the 
mobility is also temperature-dependent. is the Boltzmann 
constant. Actually the mobility decreases with increasing 
temperature. The total changes in diffusion constant are 
determined by changes in . To be more exact, the carrier 
diffusion is usually referred to the diffusion capacitance of 
the test laser, which has a separate temperature dependence 
not limited to constant D in obvious ways [16]. Second, 
the transport effect may not play the only role in the roll-
off frequency. The electrical parasitic effect can also account 
for the low-frequency roll-off. However, the external circuit 
parasitic will not change signiﬁcantly with laser temperature. 
Thus, the capacitance of the test laser should respond to 
the increase of roll-off frequency. This trend indicates that 
the capacitance decreases with increasing temperature. This 
is reasonable since the charge storage capacitance decreases 
with decreasing carrier lifetime. Generally, because of this 
parasitic frequency, the roll-off frequency cannot be used to 
directly extract the exact value of carrier diffusion-capture 
time. Typical values for the well capture time are on the 
(a) 
(b) 
(c) 
(d) 
Fig. 8. (a) The carrier lifetime is plotted as a function of temperature, 
showing a large decrease as the temperature increases. (b) The roll-off 
frequency is plotted as a function of temperature, which increases with 
temperature. The carrier diffusion and capture time is also plotted in (b), 
which decreases with temperature. (c) The � factor is plotted as a function 
of temperature, which is insensitive to temperature. (d) The nonlinear gain 
suppression coefﬁcient is plotted. The line in each ﬁgure shows the trend 
only. 
order of tens of picoseconds [9], [14], [21]. Fig. 8(c) shows 
that the factor is insensitive to temperature, which agrees 
with the previous literature [21]. The more QW’s there are, 
the more independent of the factor on temperature [21]. 
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For single-QW lasers, the factor can vary by two times 
between 200–350 K [4]. The temperature insensitivity of the 
factor implies that the differential gain and the nonlinear gain 
suppression coefﬁcient have a similar temperature dependence 
and cancel each other to maintain a temperature-insensitive 
ratio in InGaAsP–InP QW materials. This means 
the nonlinear gain suppression coefﬁcients should decrease 
with increasing temperature. The nonlinear gain suppression 
coefﬁcients of different temperatures are shown in Fig. 8(d), 
which are particularly sensitive to the extracted value of the 
damping factor and have large error variations. However, 
the decrease in nonlinear gain suppression coefﬁcient with 
increasing temperature still can be seen. The nonlinear gain 
saturation results from a variety of factors, but it is considered 
to arise primarily through dynamic carrier heating [5], [6] 
and perhaps spectral hole burning [7]. If the factor is 
constant, it means the maximum bandwidth is insensitive 
to the temperature. The lower temperature will not improve 
the potential bandwidth of QW lasers. Indeed, it gets worse 
because of the lower roll-off frequency. On the other hand, 
the injection efﬁciency and high threshold will deteriorate the 
optical signal at higher temperature. Therefore, designing a 
high-speed laser is a tradeoff among all aspects. 
V. CONCLUSIONS 
The temperature dependence of the electrical and opti­
cal modulation responses have been investigated, and rate-
equation theoretical models show excellent agreement with the 
data. The major difference between the two responses is the 
low-frequency roll-off, which is constant with respect to bias 
current at a given temperature. The carrier diffusion-capture­
escape time inﬂuences the intrinsic modulation response of 
QW lasers through the transport factor . We ﬁt electrical and 
optical modulation responses at the same time at each current 
and each temperature. The combination of two measurements 
allows us to obtain a set of more accurate laser parameters. 
Temperature-dependent laser parameters are shown in this 
paper. When temperature increases, the most dominant effect 
is the linear degradation of differential gain, and reduction 
of injection efﬁciency and carrier lifetime in the QW’s. The 
temperature-dependent response of all parameters closely fol­
lows physically reasonable trends. 
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